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This special provision has been revised by the Bureau of Materials and 
Physical Research to make some minor clarifications. 
 
The Product Class/Precast Item list is covered by the Department's Policy 
Memorandum, "Quality Control/Quality Assurance Program for Precast 
Concrete Products". 
 
This special provision should be inserted in all contracts using precast 
concrete products. 
 
The districts should include the BDE Check Sheet marked with the applicable 
special provisions for the November 5, 2004 and subsequent lettings.  The 
Project Development and Implementation Section will include a copy in the 
contract. 
 
This special provision will be available on the transfer directory July 23, 2004. 
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PRECAST CONCRETE PRODUCTS (BDE) 
 
Effective:  July 1, 1999 
Revised:  November 1, 2004 
 
Product Approval.  Precast concrete products shall be produced according to the Department’s 
current Policy Memorandum, “Quality Control/Quality Assurance Program for Precast Concrete 
Products”.  The Policy Memorandum applies to precast concrete products listed under the 
Products Key of the "Approved List of Certified Precast Concrete Producers". 
 
Precast Concrete Box Culverts.  Add the following sentence to the end of the fourth paragraph 
of Article 540.06: 
 

“ After installation, the interior and exterior joint gap between precast concrete box culvert 
sections shall not exceed 38 mm (1 1/2 in.).” 
 
Portland Cement Replacement.  For precast concrete products using Class PC concrete or 
other mixtures, portland cement replacement with fly ash or ground granulated blast-furnace 
(GGBF) slag shall be governed by the AASHTO or ASTM standard specification referenced in 
the Standard Specifications. 
 
For all other precast concrete products using Class PC concrete or other mixtures, portland 
cement replacement with fly ash or GGBF slag shall be approved by the Engineer.  Class F fly 
ash shall not exceed 15 percent by mass (weight) of the total portland cement and Class F fly 
ash.  Class C fly ash shall not exceed 20 percent by mass (weight) of the total portland cement 
and Class C fly ash.  GGBF slag shall not exceed 25 percent by mass (weight) of the total 
portland cement and GGBF slag. 
 
Concrete mix designs, for precast concrete products, shall not consist of portland cement, fly 
ash and GGBF slag. 
 
Ready-Mixed Concrete.  Delete the last paragraph of Article 1020.11(a) of the Standard 
Specifications. 
 
Shipping.  When a precast concrete product has attained the specified strength, the earliest the 
product may be loaded, shipped, and used is on the fifth calendar day.  The first calendar day 
shall be the date casting was completed. 
 
Acceptance.  Products which have been lot or piece inspected and approved by the Department 
prior to July 1, 1999, will be accepted for use on this contract. 
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